[image: image2.png]@@/@@s, Inc.






P.O.Box 338, Kendallville, IN 46755

800-348-2514  Fax 800-348-1514

NON-CODE QUICK WATER TREATMENT (QWT) TANKS

EPOXY LINED & PRIMED OR FINISH COATED IN SAFETY BLUE EPOXY

ANSI/NSF® STANDARD 61 LISTED LINING
100 PSIG WORKING PRESSURE
[image: image1.emf]
NOTES:

1. 36”-72” DIAMETER TANKS HAVE TWO (2) LIFTING LUGS ON TOP HEAD. 48”-72” DIAMETER TANKS ALSO HAVE ONE (1) LIFTING LUNG ON THE BOTTOM HEAD.

2. 48”-72” DIAMETER TANKS HAVE FOUR (4) STRUCTURAL ANGLE LEGS AS SHOWN.

3. 20”-42” DIAMETER TANKS HAVE THREE (3) TRAP LEGS.

	A

DIAMETER
	B

SIDE SHELL
	C & D

COUPLINGS
	E

OPENING
	F

OPENING
	G

NPT SIZE
	H

DISTANCE

	20” & 24”
	54”, 60”, 72”
	2”
	4” X 6”
	4” X 6”
	1-1/4”
	6”

	30”
	54”, 60”, 72”
	2”
	4” X 6”
	4” X 6”
	1-1/2”
	6”

	36” & 42”
	60”, 72”
	3”
	4” X 6”
	12” X 16”
	2”
	9”

	48” – 72”
	60”, 72”
	4”
	4” X 6”
	12” X 16”
	2”
	12”
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